EXISTING ABOVE GROUND 500—GALLON
LP GAS STORAGE, TANK STRAPPED TO
EXISTING CONCRETE HOUSEKEEPING
PAD TO REMAIN

EXISTING PRESSURE
REGULATOR TO REMAIN

EXISTING TO REMAIN, HIGH PRESSURE LP GAS
PIPING FROM STORAGE TANK TO EXISTING
BELOW GROUND CONDUIT SLEEVE AND THEN
OVER TO REPLACED GENERATOR.

ELECTRICAL PANELS, SEE
ELECTRICAL SHEETS FOR
DETAILS.

T [ [ [

REMOVE EXISTING LP GAS PIPING AND REGULATOR BACK TO
EXISTING UNDERGROUND SLEEVE AND THEN PROVIDE NEW
PIPING CONNECTION TO EXISTING PIPING, EXTEND HIGH
PRESSURE PIPE FULL SIZE TO NEAR NEW GENERATOR GAS
%, CONNECTION AND NEW REGULATOR. PIPE SHALL RUN A
MINIMUM OF 4" ABOVE GRADE PER FFGC SECTION 404.9.
PROVIDE UNISTRUT PIPE SUPPORTS AS NEEDED.

NEW GENERATOR TO REPLACE EXISTING
GENERATOR IN SAME LOCATION ON
NEW HOUSEKEEPING PAD. SEE
ELECTRICAL PLANS FOR GENERATOR
DETAILS. COORDINATE EXACT SPOT OF
GENERATOR WITH ELECTRICAL PLANS.

NEW GENERATOR REQUIRES A
MAX OF 191 SCFH OF LP AT
FULL LOAD, SEE GENERATOR
INFORMATION FOR MORE

DETAILS \

NEW LP GAS REGULATOR

NEW 1" LP LOW PRESSURE
GAS PIPING TO NEW GENSET
GAS CONNECTION

EXTENDED HIGH PRESSURE PIPE
SHALL MATCH EXISTING MATERIAL
AND SHALL EXTEND FULL SIZE TO
NEW REGULATOR.

FUEL GAS GENERAL NOTES

ALL PLUMBING WORK SHALL MEET ALL THE REQUIREMENTS OF THE "2020 FLORIDA
FUEL GAS CODE, PLUMBING — 7TH EDITION”

REVIEW PLANS OF ALL TRADES PRIOR TO BIDDING AND INSTALLATION TO INCLUDE
ALL PLUMBING FOR COMPLETE SYSTEMS SHOWN ON THE PLANS AND AS REQUIRED.

COORDINATE WITH OTHER TRADES TO PREVENT INTERFERENCE WITH OTHER TRADE
WORK.

ALL CHANGES SHALL BE APPROVED BY THE ENGINEER.

COORDINATE WITH THEA AND ENGINEERING DRAWINGS BEFORE ROUGHING—IN.

VERIFY LOCATION OF EXISTING GAS SERVICE AND THE LOCATION OF NEARBY
UTILITIES PRIOR TO INSTALLATION.

IT IS IN THE INTENT OF THESE DRAWINGS TO COVER ALL WORK AND MATERIAL.
ANY EQUIPMENT, PLUMBING FIXTURE, TRIM HARDWARE AND/OR DEVICES USUALLY
UTILIZED IN THE CLASS OF WORK, THOUGH NOT SPECIFICALLY MENTIONED OR
SHOWN ON THESE DRAWINGS, BUT WHICH MAY BE NECESSARY FOR THE
SATISFACTORY COMPLETION OF THE WORK (AS DETERMINED BY THE ENGINEER)
SHALL BE FURNISHED AND INSTALLED BY THE CONTRACTOR AS PART OF HIS TOTAL
WORK.

ALL WORK, BOTH MATERIAL AND INSTALLATION, SHALL BE GUARANTEED FOR A
PERIOD OF ONE YEAR FROM DATE OF ACCEPTANCE BY THE OWNER.

ABOVE GROUND GAS PIPING SHALL BE SCHEDULE 40 BLACK STEEL. EXPOSED
PIPING SHALL BE PAINTED YELLOW WITH (2) COATS OF A CORROSION INHIBITING
PAINT.

CONNECTIONS OF PIPING WITH DISSIMILAR METALS SHALL HAVE THE PROPER
DIALECTIC FITTINGS TO INHIBIT CORROSION.

Description:

FUEL GAS LEGEND

DESCRIPTION ABBREV. SYMBOL
NEW GAS PIPING G

GAS COCK GC ;\Il;
EXISTING GAS PIPING c | - = ___

GENERATOR AT HWY 301 SITE PLAN — FUEL GAS

SCALE: 1/4"=1"-0"

1016.00

GAS COCK (TYP)

DIRT LEG (TYP)

NEW GENERATOR »
477,500 BTU

1
NEW LP PRESSURE an

REGULATOR, SET TO
11" WATER COLUMN

EXTENDED HIGH PRESSURE GAS
I\ PIPING FULL SIZE CONNECTED TO
~ EXISTING BELOW GRADE PIPING
STORAGE TANK TO REMAIN EXISTING SLEEVED > AND THEN OVER TO NEW
N BELOW GRADE LP GAS - REGULATOR
~_7 PIPING TO REMAIN -
- 4 ﬁ -
- -
-
L7 -
\/
7 ~ i b \| | C{
-
K ~ _ - | ) }) HIGH PRESSURE GAS PIPING EXTENDED FULL SIZE OF EXISTING AND
| \( | g - OPERATES AT HIGH LP TANK PRESSURE, EXTENSION IS MINIMAL
| | -~ _ - DISTANCE; LESS THAN 10’
- -
| _ - LOW PRESSURE GAS PIPING SIZED ACCORDING TO "FLORIDA BUILDING
I\ I _ CODE, FUEL GAS — 7TH EDITION” TABLE 402.4(28). 1" GAS LINE.
~ \l/ s APPROXIMATELY 20'-0" TOTAL DEVELOPED LENGTH AT 11" W.C. WITH
_ - 0.5” W.C. PRESSURE DROP (787,000 BTU) CAPACITY). TOTAL GAS
P s LOAD WILL BE 477,500 BTU.

EXISTING PIPING FROM
TANK TO BELOW
GRADE TO REMAIN

PROVIDE PRESSURE REGULATOR AS REQUIRED.

GAS RISER DIAGRAM
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- TO THE BEST OF THE ENGINEER'S KNOWLEDGE
THE PLANS AND SPECIFICATIONS COMPLY WITH
THE MINIMUM BUILDING CODES.
- THIS DOCUMENT IS VALID FOR 12 MONTHS FROM
DATE OF ENGINEER'S SIGNATURE AND SEAL.
-HALL ENGINEERING GROUP, INC. RETAINS
INTELLECTUAL AND PHYSICAL RIGHTS TO THIS
DOCUMENT AND ITS CONTENT AND PROHIBITS ITS
PUBLISHING, DISCLOSURE OR REPRODUCTION
WITHOUT CONSENT.
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